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of  low  and  ultra‐low  sidelobes  arrays  for  the  detection  of  radar  signals  [1]. 
Successively,  only  a  few  works  have  considered  the  use  of  time‐modulated 
arrays  for  other  applications  (e.g., wireless  communications  [2]),  although  the 
first work proposing  the use of  time as an additional degree of  freedom dates 
back  to  the  1950s  [3].  Such  an  event  has  been  probably  caused  by  the main 
drawback  of  time‐modulation  that  is  the  unavoidable  presence  of  undesired 
sideband radiations (SRs)  in the radiated field due to the periodic commutation 
of the RF switches between the on and off states. A detailed analysis on such a 




the  reduction of  the  losses due  to  SRs  in  time‐modulated  architectures. More 
specifically,  the  differential  evolution  (DE)  algorithm  [5]  and  the  simulated 
annealing  (SA)  [6]  have  been  considered.  Despite  the  successful  results,  the 
potentialities of time‐modulated array have been only partially investigated. As a 
matter  of  fact,  a  few works  have  been  devoted  to  extend  the  possibilities  of 
applying  the  time‐modulation  to  array  antenna  synthesis.  In  [7],  the  problem 
concerned with the synthesis of sum and difference patterns has been discussed. 
Moreover,  different  switching  strategies  and  their  effects  on  SR  have  been 
shown in [8]. 
In  this paper,  the potentialities of  time‐modulation  are  further  investigated  in 
the  framework  of  compromise  array  synthesis  as  an  alternative  solution  to 
standard  compromise  methods  (see  [9]  and  the  reference  therein).  More  in 
detail,  starting  from  a  set  of  static  excitations  aimed  at  synthesizing  a  user‐
defined sum pattern at the carrier frequency, a compromise difference beam  is 
generated  through  a  suitable  sub‐arraying  pattern matching  procedure  [9]  by 
optimizing the pulse durations at the input ports of each sub‐array. Successively, 
the  unavoidable  SR  at  the  harmonic  frequencies  is  minimized  by  applying  a 























π=k   is the background wave‐number,    is the  inter‐element spacing, 
and 
d
θ   is  the angular direction with  respect  to  the array axis. The compromise 
difference  beam  is  then  generated  by  aggregating  the  array  elements  into   
sub‐arrays  and  enforcing  a  periodic  on‐off  sequence 
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and  cnqδ   is the Kronecker delta, being  1=qcnδ  if  qcn = , and  0=qcnδ  otherwise, 
where  , [ ]Q;cn 1∈ 10 −= ,...,Nn ,  are  integer  values  identifying  the  sub‐array 
membership  of  the  array  elements.  Differently,  the  pattern  of  the  harmonic 
radiations (i.e.,  ) is given by 0≠h
 































the values  qτ ,   and  , Q,...,q 1= nc 10 −= ,...,Nn , to synthesized the compromise 




































where  nβ ,  ,  is  set  of  reference  excitation  coefficients  computed 




qt Q,...,q 1= , are optimized since the 
qτ ,    are  fixed  to  those  computed  in  (5).  Accordingly,  a  PSO‐based 
strategy  is  used  and  a  proper  functional 
Q,...,q 1=





For  representative  purposes,  let  us  consider  the  synthesis  of  a    array 
antenna.  Starting  from  a  set  of  static  excitations  affording  a  Villeneuve  sum 
pattern  with    and 
30=N
dBSLL 20−= 3=n ,  the  compromise  difference  pattern 
synthesized through the proposed approach  is shown  in Fig. 1(a) together with 
the  reference difference pattern  (Modified Zolotarev difference pattern) when 
.  The  values  of 10=Q qτ ,  Q,...,q 1=   and  , nc 10 −= ,...,Nn   are  shown  in  Fig. 
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